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MAXIMIZE THE PERFORMANCE AND PROTECTION OF YOUR 

BUILDING SUBSTRATE WITH TRITON® TECHNOLOGY  

TECHNOLOGY 

TRITON® Technology is a patented nanomolecular veneer cement technology based on magnesium oxide 

(MgO) -  engineered for unmatched strength, safety, and sustainability.  

The highly innovative cement technology can be used as the basis for various building materials, including tile 

backer, sub- flooring, and more. It delivers a comprehensive combination of fire resistance, mold and mildew 

resistance, water tolerance, breathability, and strength τ no matter the material application. This advancement 

is made possible by TritonΩs development of a revolutionary nanomolecular veneer and its ability to engineer 

performance into the substrate.  

BENEFITS 

Ҧ Versatility to perform as the substrate for better building materials  

Ҧ Resistant to fire, mold, and mildew  

Ҧ Crystalline silica free  

Ҧ No harsh chemical additives  

Ҧ Tolerant to water  

Ҧ Breathable and strong 

 TRITON® TECHNOLOGY DELIVERS THESE PERFORMANCE BENEFITS NATURALLY 
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TRITON® WATERPROOF 

BACKER BOARD 

Pg.04 

The Watertight System permanently protects from leaks and water damage, and naturally prevents 

mold and mildew in the substrate.  
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 TRITON® WATERPROOF BACKER BOARD 

BENEFITS 

Ҧ Higher -Performance:  High- strength cement technology with no peeling, swelling or delaminating  

Ҧ Contractor Friendly:  Ultra - lightweight (1/3 lighter than leading competitor) & easy to score, snap, fasten, and install  

Ҧ People & Planet Safe: Free of crystalline silica, VOCs, and harsh chemicals  

Ҧ Hassle Free: Acts as a low- dust  and durable substrate 

Ҧ Quality Assured:  factory applied waterproof & vapor barrier membrane; consistent performance & structural integrity  

Ҧ Time Efficient:  provides backer support and waterproofing in a single step, saving time during install 

STANDARDS 

Ҧ ICC- ES PMG-1436 Listing   

Ҧ Intertek certified Class 1 (ICC) and Class A (NFPA) product  

Ҧ ANSI A118.9 Specifications for Test Methods and Specifications for Cementitious Backer Units  

Ҧ ANSI A118.10 Specifications for Load Bearing, Bonded, Waterproof Membranes for Thin- set Ceramic Tile & Dimension 

Stone Installation  

MOLD &  

MILDEW RESISTANT 

INSECT 

RESISTANT 

FIRE 

RESISTANT 

MOISTURE 

RESISTANT 
WATERPROOF 

Our Waterproof Backer Board combines all the proven performance 

of our original TRITON® Backer Board with the added advantage of a 

factory- applied, fully integrated waterproof membrane -  delivering 

reliable protection in a single, ready- to- install solution.  

CRYSTALLINE  

SILICA FREE 
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Crafted with our patented magnesium cement technology, the 

TRITON® Backer Board is the industryΩs most advanced cement 

tile backer and underlayment. Engineered for strength and 

simplicity, it offers a lightweight, easy - to- install substrate that 

scores and snaps with ease. 

TRITON® BACKER BOARD 

BENEFITS 

Ҧ Higher -Performance:  High- strength cement technology with no peeling, swelling or delaminating  

Ҧ Contractor Friendly:  Ultra - lightweight and easy to score and snap, fasten, and install  

Ҧ People & Planet Safe: Free of crystalline silica, VOCs, and harsh chemicals  

Ҧ Hassle Free: Acts as a low- dust  and durable substrate 

STANDARDS 

Ҧ ICC- ES PMG-1436 Listing   

Ҧ Intertek certified Class 1 (ICC) and Class A (NFPA) product  

Ҧ ANSI A118.9 Specifications for Test Methods and Specifications for Cementitious Backer Units  

MOLD &  

MILDEW RESISTANT 

INSECT 

RESISTANT 

FIRE 

RESISTANT 

MOISTURE 

RESISTANT 

Incomplete Install Pictured  -  Waterproof  

Membrane required for completion.  

CRYSTALLINE  

SILICA FREE 
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 WATERPROOF MEMBRANE 

BENEFITS 

Ҧ Manufactured to provide a consistent layer of protection throughout your wet area  

Ҧ Vapor barrier and waterproof load bearing membrane  

Ҧ Will not deteriorate with salts, oils, and chemicals  

Ҧ Rated for use in steam showers  

Ҧ Signature fleece weave for optimal adhesion  

Ҧ Full choice of accessories, including seam tape, inside and outside corners, pipe collars, and mixing valve cover 

A flexible, durable membrane and vapor barrier engineered for 

high- moisture environments behind tiled surfaces.  

STANDARDS 

Ҧ ICC- ES PMG-1436 Listing  

Ҧ ASTM E96 Water Vapor Transmission of Materials  

Ҧ ANSI A118.10 Specifications for Load Bearing, Bonded, Waterproof Membranes for Thin- set Ceramic Tile & Dimension 

Stone Installation  

WATERTIGHT SYSTEM 

TritonΩs Waterproof Membrane delivers a long- lasting, 

proven watertight seal -  without the hassle of complex 

installation or extra materials. Designed for efficiency 

and performance, itΩs the reliable solution professionals 

trust to keep water out and jobs protected.  
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 MEMBRANE COMPONENTS & ACCESSORIES 

WATERTIGHT SYSTEM 

PIPE COLLAR 

D 

MIXING VALVE COVER 

C 

DRAIN FLASHING 
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WATERTIGHT ADHESIVE 
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INSIDE CORNER  

[B = 90°] [D = 135°]  
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SEAM TAPE 

! 

OUTSIDE CORNER 

[C = 90°] [E = 135°] 
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 WATERPROOF NICHES, BENCHES & CURBS 

BENCHES 

!-Y 

SQUARE NICHE 

RECTANGLE NICHE DOUBLE NICHE CURBS 
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WATERTIGHT SYSTEM 
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